
*9001161557*
Ú











en
Ú

: 

■

■

■

■

■

■

■

■

■

■

O



■

■

■

■

■



■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■

■


	Safety precautions
	: Risk of gas escape!

	Before installing
	Unpacking
	Appliance dimensions - Fig. 1
	Adjacent units - Fig. 2
	Rating plate

	Guidelines for ventilation
	Installation
	Fitting the adjustable feet - Fig. 3
	1. Remove all parts that are not permanently fixed, especially the pan supports and burners.
	2. Remove the accessories from the oven.
	3. Tilt the appliance by raising it slightly on one side from the floor.
	4. Screw the adjustable feet with one metal disk into the mounting holes on the underside of the appliance.
	Note
	5. Only finally level the appliance when the electricity and gas have been connected, and all of the installation work has been completed.

	Fitting the splash guard - Fig. 4
	1. Remove the packaging and the protective film from the splash guard.
	2. Loosen the two screws on the back of the appliance.
	3. Place the splash guard into the holes intended for this purpose using the dowels.
	4. Insert and tighten the bolts from below.



	Electrical connection
	Connecting the appliance to the power supply
	Power cable with a plug with earthing contact


	Gas connection
	Note
	Default setting of the burners
	Gas connecting line with conical thread (EN 10226 R1/2) - Fig. 5a
	1. Screw the angle (3) and the seal (2) to the gas connection (1)
	2. Hold the angle (3) with a spanner and screw the adapter piece (5) and the seal (4) to the angle.
	3. Hold the adapter piece (5) with a spanner and screw it to a fixed connecting line or a flexible gas connecting hose (6).

	Gas connecting line with cylindrical thread (EN ISO 28 G1/2) - Fig. 5b
	1. Screw the angle (3) and the seal (2) to the gas connection (1)
	2. Hold the angle (3) with a spanner and screw it to a fixed connecting line or a flexible gas connecting hose (5) and the seal (4).

	Flexible hose - Fig. 6
	Installing the safety valve
	Checking for leaks
	Initial use

	Converting the gas type
	Replacing the gas burner nozzles - Fig. 7
	1. Disconnect the appliance from the power supply.
	2. Remove the pan supports.
	3. Remove the burner caps A and burner cups B from the burners C (Fig. 7a).
	4. Remove the nozzle D and replace it with an appropriate nozzle for the new type of gas (Fig. 7b).
	5. Replace the old gas label with the new gas label.
	6. Place the burner cup B onto the burner C.
	7. Ensure the burner cap A is fitted correctly onto the burner cup B (Fig. 7c).
	8. Refit the pan supports.
	Setting the minimum gas flow (Fig.8)
	1. Switch on the gas burner.
	2. Turn the control knob for the gas burner towards the small flame setting.
	3. Remove the control knob for the gas burner.
	4. Adjust the internal setting screw until a stable flame is burning correctly.
	5. Loosen the setting screw to increase the gas flow or tighten it to decrease the gas flow.

	Note
	6. Refit the control knob for the gas burner.



	General nozzle table
	Note
	Positioning and levelling
	Positioning the appliance
	Adjusting the appliance - picture 9
	Note


	Tilt protection
	Fitting the stabilising device
	1. Use two screws to secure the retainer plate to the rear panel of the appliance. (Fig. 10)
	2. Make sure that the adjustment feet are positioned correctly and the free-standing cooker is set to a suitable height. (Fig. 11)
	3. Use two screws, washers and nuts to connect the connecting element to the wall-mounting bracket. (Fig. 12)
	Notes
	4. Make sure that there is a clearance of 50 mm between the fastening holes in the wall and the side panel of the appliance. (Fig. 15)
	5. Use a pencil to mark on the wall where the holes need to be drilled. Use two screws and the appropriate fastenings to secure the wall-mounting bracket to the wall. (Fig. 16)
	6. Slide the appliance to the wall. (Fig. 17)

	Note

	Fitting the tilt protection chain
	1. Undo the screw in the appliance's rear panel near the gas connection. (Fig. 18)
	2. Attach the chain and then retighten the screw. (Fig. 19)
	3. Pull the chain at right angles to the wall until it touches the wall. Use a pencil to mark on the wall where the holes need to be drilled. (Fig. 20)
	4. Drill the hole and fit the suspension device. (Fig. 21)
	5. Hang the end of the chain on the hook and slide the appliance to the wall. (Fig. 22)


	VERY IMPORTANT FOR THE INSTALLER
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