
Series 8, wall-mounted cooker hood,
90 cm, Black
DWS97BA62I

Inclined hood: optimal for keeping an eye
on your pots and pans.

• 3-Speed Power Level Options To Suit Your Cooking Style And
Recipes

Typology: .......................................................................Wall-mounted
Length electrical supply cord: ..............................................150.0 cm
Net weight: ..............................................................................32.4 kg
Type of control: ...................................................................Electronic
Number of speed settings: .......................................................3-stage
Number of lights: .............................................................................. 2
Diameter of air outlet: ............................................................160 mm
Odour filter: ................................................................................... No
Operating Mode: .................................................... Air extraction only
Grease filter type: ................................................. Multilayer cassette
Connection rating: .................................................................... 224 W
Fuse protection: ...........................................................................10 A
Voltage: ......................................................................................230 V
Frequency: ................................................................................. 50 Hz
Plug type: ......................................................... India plug (6 Ampere)
Installation typology: .....................................................Wall-mounted
Material body: ................................................... Stainless steel, Glass
Plug type: ......................................................... India plug (6 Ampere)
Dimensions of the product, with chimney (if exists) (in): ...............x x
Dimensions of the packed product: .................. 24.21 x 39.37 x 33.07
Net weight: .........................................................................72.000 lbs
Gross weight: ..................................................................... 88.000 lbs
Motor location: ................................... Integrated motor in hood body
No-return airflow flap: .................................................................... No
Length electrical supply cord: ..............................................150.0 cm
Dimensions of the product, with chimney (if exists): ....800 x 895.0 x
435.0 mm
Dimensions of the packed product (HxWxD): ... 615 x 1000 x 840 mm
Net weight: ..............................................................................32.4 kg
Gross weight: .......................................................................... 40.0 kg
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90 cm, Black
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Inclined hood: optimal for keeping an eye
on your pots and pans.

Design
- Wall mounted hood
- EU Side absorption Hood Stst
- Touch control (3 fan speed settings) with lightline

Performance
- 3 fan speed settings
- 1 capture areas: front side and bottom side

Key Functions
- easy to clean innerframe
- Twin channel high performance fan motor
- 2 x 1.5W LED

Technical information
- Suitable for ducted operation only only
- Dimensions exhaust air (HxWxD): 800-800 x 895 x 435 mm
- Diameter pipe Ø 160 mm (Ø 160 mm enclosed)
- Total Connected load: 224 W

* In accordance with the EU-Regulation No 65/2014
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